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SunPCi™ III SODIMM Installation

Guide

This guide contains reference, installation, removal, replacement, and
troubleshooting information about random access memory (RAM)
small outline dual inline memory modules (SODIMM).

The SunPCi
TM

III card uses SODIMM as system memory, and supports
several SODIMM capacities.

SunPCi I and SunPCi II hardware and software cannot co-exist with
SunPCi III hardware or software.

Note – The SunPCi III card operates only with the SODIMM
supplied by Sun. If you install a SODIMM not supplied by
Sun or a Sun reseller, your warranty becomes invalid and the
SODIMM will not work.
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The following sections are contained in this guide:

■ “Memory Overview” on page 3

■ “What is In Your Memory Installation Kit” on page 4

■ “Memory Installation or Replacement” on page 5
■ “Removing Older SunPCi Cards From Your System” on page 5
■ “Installing a SODIMM” on page 6
■ “Removing a SODIMM” on page 8

■ “Troubleshooting SODIMM Installation” on page 10

■ “Technical Assistance” on page 11
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Memory Overview
The SunPCi III card has two SODIMM slots. The card comes standard
with a 256-Mbyte SODIMM installed in one slot. The other slot is
available to accommodate an optional SODIMM. You can also remove
a SODIMM from a slot and install a larger capacity SODIMM in either
or both slots.

FIGURE 1 SODIMM Slots and Connectors

Slot 1

Slot 2
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What is In Your Memory Installation Kit
The SunPCi III SODIMM installation kit contains the following items:

■ SODIMM in an antistatic bag

■ Grounding wrist strap

■ Instructions (this guide)

Save the packaging that comes with your memory module. If you need
to return a SODIMM or the SunPCi III card for service, you must
return the card in its original configuration and packaging.



5

Memory Installation or Replacement
To install or replace a SODIMM, use the following procedures.

Removing Older SunPCi Cards From Your System

1. Take antistatic precautions: attach and electrically ground the
wrist strap.

Caution – Use the wrist strap in the installation kit and
attach its adhesive copper strip to an unpainted area on the
metal chassis of the system. Wrap the other end twice
around your wrist with the adhesive side against your skin.

2. Remove all older SunPCi cards and software from your system as
described in the SunPCI III Quick Start Installation Guide.

3. If your SunPCi III card is not yet installed, skip this procedure
and go to either “Removing a SODIMM” on page 8, or
“Installing a SODIMM” on page 6.

4. If your SunPCi III card is already installed, power off your
system and open the system unit.
Refer to the system documentation for instructions on how to open
and close the system unit.
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Note – When the system is powered off, make sure that the
power cord is plugged into its receptacle to maintain a
grounding path.

Installing a SODIMM

1. Locate the SODIMM slots on the SunPCi III card.
Select the slot to use. FIGURE 1 shows the locations of the slots.

Caution – The SODIMM is sensitive to electrostatic
discharge (ESD).

2. Remove the SODIMM from its protective packaging, holding the
module only by the edges.

3. Holding the SODIMM at an approximately 20-degree angle to the
card, insert the bottom edge of the SODIMM into the bottom of
the slot’s hinge-style connector (see FIGURE 2).
With even pressure, push simultaneously on both upper corners of
the SODIMM until its bottom edge is seated in the connector.

Caution – Do not rock the SODIMM into place. You will
hear a click when the SODIMM is properly seated.
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FIGURE 2 SODIMM Installation

4. Press the top edge of the SODIMM toward the card until the
retainer clips click into place.
The small metal retainer clips on each side of the SODIMM slot
are spring-loaded, and click into place in the notches on the
SODIMM sides.

5. Reinstall the SunPCi III card into your system as described in the
SunPCI III Quick Start Installation Guide.

SODIMM retainer spring clips

Hinge-style connector
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6. Detach the wrist strap and close the system unit.
See the system documentation for instructions on how to close the
system unit.

Removing a SODIMM
You might need to remove a SODIMM from the SunPCi III card if you
are returning the SODIMM or SunPCi card for service or if you are
replacing the SODIMM.

To remove a SODIMM from the SunPCi III card, perform the following
steps:

1. Take antistatic precautions: attach and electrically ground the
wrist strap.

Caution – Use the wrist strap in the installation kit and
attach its adhesive copper strip to an unpainted area on the
metal chassis of the system. Wrap the other end twice
around your wrist with the adhesive side against your skin.

2. If your SunPCi III card is installed into your system, power off
your system and open the system unit.
Refer to the system documentation for instructions on how to open
and close the system unit.
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Note – When the system is powered off, make sure that the
power cord is plugged into its receptacle to maintain a
grounding path.

3. Simultaneously pull both SODIMM spring retainer clips
outward from the slot to remove the SODIMM.
The SODIMM releases outward at an angle of about 20 degrees.

4. Grasp the SODIMM by the edges, and carefully pull it out of its
connector. Place the SODIMM in an antistatic bag.
Ensure that you pull the SODIMM out at an angle of about 20
degrees, or you might damage the SODIMM.

Note – If you are replacing the SODIMM you removed with
a new SODIMM, refer to “Installing a SODIMM” on page 6.
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Troubleshooting SODIMM Installation
You might see the following error message after you reinstall the
SunPCi III card into your system and power on the system:

Driver couldn’t be loaded.

SunPCi cannot open the device.

This error message appears when the SunPCi III software cannot
locate the card, usually when hardware is improperly installed. Verify
that the card is securely seated in the PCI slot.

When you start the SunPCi III software with your installed version of
Microsoft Windows, verify that the system shows the correct amount
of installed memory; otherwise, remove and reinstall the SODIMM.

If the SunPCi III software does not operate at all, the SODIMM might
not be functioning or was improperly installed. If the memory module
is seated correctly and SunPCi III software still does not operate, you
might need to return the SODIMM.

Note – The BIOS memory test should indicate that
additional memory was installed on the SunPCi III card.

Note – Complete the boot -r command after installing
new hardware and restarting. Refer to the SunPCi III Quick
Start Installation Guide for more information.
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Technical Assistance
If you replaced the SODIMM, save the original factory-shipped
SODIMM. If you need to return your SunPCi III card for service, you
must reinstall the original SODIMM and return the card in its original
configuration.

If you have a problem with your SunPCi III SODIMM, contact your
service provider or sales representative.

To speed service, have your system serial number and SunPCi III card
sales order number available.

Note – Benefits provided by your service provider might
differ from those provided by the standard Sun factory
warranty.
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